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SRP-F312

1. Manual Information

This Windows Driver Installation Manual provides information on installation, detailed
specifications, and usage of the printer’s Windows Driver according to PC operating
system (OS).

We at BIXOLON maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.

2. Operating System (OS) Environment
The following operating systems are supported for usage.

Microsoft® Windows XP SP3 (32bit)

Microsoft® Windows XP SP1 or later (64bit)

Microsoft Windows Server 2003 SP1 or later (32bit/64bit)
Microsoft Windows VISTA (32bit/64bit)

Microsoft Windows Server 2008 (32bit/64bit)

Microsoft Windows Server 2008R2 (64bit)

Microsoft Windows 7 (32bit/64bit)

Microsoft Windows 8 (32bit/64bit)

Microsoft Windows Server 2012 (64bit)

Microsoft Windows 10 (32bit/64bit)

3. Windows Driver Preparation

The Windows Driver is included in the enclosed CD, and Latest file versions can be
downloaded from the BIXOLON website. (www.bixolon.com)

Rev. 1.03 -3 -



4. Windows Driver Installation

4-1 Installing on Windows XP / Server 2003

4-1-1 Via Serial Port or Parallel Port

1) Double-click the Windows Driver installation file.

2) Click Next.

BIXOLON SRP-F312 Windows Driver Installation

InstaliShield

Welcome to the Installshield Wizard for BIXOLON SRP-F31Z Windows Driver

jzard will install BIAOLC

<o | (s

river on your compukter, To

SRP-F312

(@ ola] ! O ComMm7 O coMmio O ComMiz
O ComMs (@Y ele] [ O coMil O CcomMigd
O ComMae O ComM9 O coMiz O CoMis
USE Port Parallel Port
O use O LPT1 O LPT2
Ethernet
() Ethernet
IP | 132 . 168 1. 1|
Paort 9100

O CcomM16
O Ccom17
(O comM1s
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SRP-F312

4) Click Yes to reboot the PC.

< ,  Restarting your computer can kake effect,
\_t’) Please restark wour computer,

[fes] I wank ko restart my computer now,
[Mo] I will reskart my compuker laker,

Yes Mo

5) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

6) In the Ports tab, click Configure Port.
% Skip this step if you selected a LPT port.

7) Match the communication settings to those of the printer. The communication settings of
the printer can be performed by conducting a self-test.
% SkKip this step if you selected a LPT port.

COM1 Properties

Part Settings |

Bitz per zecond: | 115200

Data bits: | & v|
Barity: | None v|

Stop bits: |1 vl
Flow control: | Hardware v|

[ Bestare Defaults ]

(] ][ Cancel ] Apply

Rev. 1.03 -5 -



SRP-F312

8) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

Rev. 1.03

!: BIXOLON SRP-F312 Properties

General | Sharing | Portz | Advanced | Color Management | Yersion |

@ E:|::=-=::|:|L|:| N SRP-F312 |

Location: | |

Comment;

Model: Bl<0LOM SRP-F312

Featuras

Color: ves Paper available:
Double-zided: Mo a0 x 297 mm[F312]
Staple: Mo

Speed: Unknown

b airuam rezolution: 203 dpi

Prirting F'referenu:es...] [ Print Test Fage
] l [ Cancel Apply
-6 -



4-1-2 Via USB Port

1) Double-click the Windows Driver installation file.

2) Click Next.

BIXOLON SRP-F312 Windows Driver Installation

¥elcome to the InstallShield Wizard for BIXOLON SRP-F312 Windows Driver

will inskall BI

InstallShield

s N

Jriver on your computer, To

SRP-F312

Cancel

3) Select USB and then click Next.

Serial Port
O com1 O com4 O com7 Crcomin (O CcomMiz
O comz O comMs O come Ccomil O coMig
O comz O CoME O coma O comiz (O CoM1s
Parallel Port
O LPT1 O LPT2
Ethernet
() Ethernet
IP | 132 . 168 11|
Port :

) CoM1a
) COoM17
) comiag

Rev. 1.03



SRP-F312

4) Click OK.
X

- | ) Please turn-off the printer and then turn-on again,

2K

5) Turn off the printer and then turn it on. The printer driver will be installed automatically.

6) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

7) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

-..l:. BIXOLON SRP-F312 Properties

General |Sharing Fortz || Advanced || Color Management | Werzion

@ | Bl:0LON SEP-F312

Location: | |

Comment;

tModel: Bl<0LOM SRP-F312

Features

Color: Yes Faper available:
Double-zided: Mo 30« 297 mm[F312]
Staple: Mo

Speed: Unknown

M awimnum rezolution: 203 dpi

Printing F'referenn::es...] [ Print Test Page

k. l [ Cancel Apply

Rev. 1.03 -8 -



4-1-3 Via Ethernet Port

1) Double-click the Windows Driver installation file.

2) Click Next.

BIXOLON SRP-F312 Windows Driver Installation

Installl

SRP-F312

¥elcome to the InstallShield Wizard for BIXOLON SRP-F312 Windows Driver

will inskall BI

<o J|

Jriver on your computer, To

Cancel

3) Select Ethernet.

4) Enter the IP address and port number, and then click Next.

Serial Port
O comMl
O comM2
O comM3

USE Port
O UskE

Ethernet

IP
Port :

) com4 Oy coMm7 CrcoMmio O Ccomi3
O coMs Oy coma CrcoMil O comMid
) coMa ) coMo CrcoMmiz (O CoM1s
Parallel Port
) LPT1 ) LPT2
| 192 168 1 .1 |

) CoM1a
) COoM17
) comiag

Rev. 1.03



5) Click Yes to reboot the PC.

€p PRestarting your computer can take effect,
\{,) Flease restart wour computer,

[Yes] I want ko resktart my compuker now,
[Mo] I will restart my computer later,

Yes Mo

6) Open the printer properties window in the Windows OS.
% Control Panel — Printers and Faxes.

7) In the Ports tab, click Configure Port....

8) Match the communication settings to those of the printer.

Rev. 1.03

Configure Standard TCP/IP Port Monitor,

Puart Settings |

Port Name: IF' 192.168.1.1

Prirter Mame or [P Address: | 19216811

Protocal

© Raw O LPR

R aw Settingz

Part Murnber: | 3100

LPR Settings

LFR BEuvte Counting Enabled

[ ] 5MMP Status Enabled

OF.

][ Cancel ]

- 10 -
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SRP-F312

9) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

Rev. 1.03

!: BIXOLON SRP-F312 Properties

General | Sharing | Portz | Advanced | Color Management | Yersion |

@ E:|::=-=::|:|L|:| N SRP-F312 |

Location: | |

Comment;

Model: Bl<0LOM SRP-F312

Featuras

Color: ves Paper available:
Double-zided: Mo a0 x 297 mm[F312]
Staple: Mo

Speed: Unknown

b airuam rezolution: 203 dpi

Prirting F'referenu:es...] [ Print Test Fage
] l [ Cancel Apply
- 11 -



SRP-F312
4-2 Installing on Windows VISTA / Server 2008 /7 / 8 / Server 2012/ 10
4-2-1 Via Via Serial Port or Parallel Port
1) Double-click the Windows Driver installation file.

2) Click Next.

‘Welcome to the InstallShield Wizard for BIXOLON SRP-F312 Windows Driver

The InstallShi will install BIXOLOM SRP-F312 Windows Driver on your computer. To
continue, dick

) comy (JcoMmio (O CoMi3 () COMI16
() coms (JcomMii (O coMi4 () COM17
) coms (Jcomiz (O CoMls () COM18

USB Port Parallel Port
(usB () LPT1 () LPT2

Ethernet
() Ethernet

IF .

Rev. 1.03 - 12 -



SRP-F312

4) Click Yes to reboot the PC.

@ Restarting your computer can take effect.

Please restart your computer.

[Yes] | want to restart my computer now.
[Ma] | will restart my computer later.

5) Open the printer properties window in the Windows OS.
% Control Panel — Hardware and Sound — Device and Printers.

6) In the Ports tab, click Configure Port.
% Skip this step if you selected a LPT port.

7) Match the communication settings to those of the printer. The communication settings of

the printer can be performed by conducting a self-test.
% SkKip this step if you selected a LPT port.

Port Settings

Bits per second: |'|152[[I

Data bits: |8

Parity: | MNone

Stop bits: | 1

Hlow contral: | Mone

| Bestore Defaults |

OK || Cancel || Apply

Rev. 1.03 - 13 -



SRP-F312

8) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

Rev. 1.03

General | Sharing | Ports | Advanced | Color Management | Security | Version |

-~

BIXOLOMN SRP-F312

Location:

Comment:

Model:

Features

Color Yes

BIXOLOM SRP-F312

Paper available:

Double-sided: Mo 80 %3276 mm[F312]

Staple: Mo
Speed: Unknown

Maxirnum resclution: 203 dpi

Preferences... Print Test Page

- 14 -



SRP-F312

4-2-2 Via USB Port
1) Double-click the Windows Driver installation file.

2) Click Next.

‘Welcome to the InstallShield Wizard for BIXOLON SRP-F312 Windows Driver

The InstallShield Wi will install BI¥ SRP-F312 Windows Driver on your computer. To
continue, dit

Iristal|Shield

3) Select USB and then click Next.

Serial Port
I Ccomi T Ccom7 (CcomMio O CoMiz () COM1G

() comz2 () coms (o coMil (O coMia (O COM17
() com3 (O come (JcoMmi2 (O CoM1s () COM1S

USB Port Parallel Port
ORI CILPT1 CILPT2

Ethernet
) Ethernet

1P .

Rev. 1.03 - 15 -



SRP-F312
4) Click OK.

@ Please turn-off the printer and then turn-on again.

5) Turn off the printer and then turn it on. The printer driver will be installed automatically.

6) Open the printer properties window in the Windows OS.
¥ Control Panel — Hardware and Sound — Device and Printers.

7) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

General |Sharing | Forts | Advanced I Color Management | Security | ‘u"ersiun|

@J BIXOLOM SRP-F312

Location:

Comment:

Model: BIXOLOM SRP-F312

Features

Color: Yes Paper available:

Double-sided: Mo 80 % 3276 mm[F312]
Staple: Mo

Speed: Unknown

Maximum resolution: 203 dpi

Preferences... Print Test Page

OK | Cancel |

Rev. 1.03 - 16 -



SRP-F312
4-2-3 Via Ethernet Port

1) Double-click the Windows Driver installation file.

2) Click Next.

‘Welcome to the InstallShield Wizard for BIXOLON SRP-F312 Windows Driver

The InstallShield Wi will install BI¥ SRP-F312 Windows Driver on your computer. To
continue, dit

Iristal|Shield

3) Select Ethernet.

4) Enter the IP address and port number, and then click Next.

Serial Port

() comMm1 () comz7 () COM10 (O COM13 () COM16
(O comz () coms (JCOM11 (O COM14 () COM17
(O com3 () coms (JCcoM12 (O COM15 () COM18

USB Port Parallel Port
() usB O LPT1 O LPT2

Ethernet

Rev. 1.03 - 17 -



SRP-F312
5) Click Yes to reboot the PC.

@ Restarting your computer can take effect.

Please restart your computer.

[Yes] | want to restart my computer now.
[Ma] | will restart my computer later.

Mo |

6) Open the printer properties window in the Windows OS.
¥ Control Panel — Hardware and Sound — Device and Printers.

7) In the Ports tab, click Configure Port....

8) Match the communication settings to those of the printer.

Port Settings

Port Mame: | IP_192.168.1.1

Printer Mame or I[P Address: | 192.168.1.1

Protocol

@ Raw

Raw Settings
Port Number:

LPR Settings

Queue Mame:

[]LPR Byte Counting Enabled

[]5MMP Status Enabled

Comrmunity Marne: public

SHEAP Device Index: 1

Rev. 1.03 - 18 -



SRP-F312

9) Click Print Test Page and check printing status. Proper installation of the driver is
indicated if the test page is printed normally.

Rev. 1.03

General | Sharing | Ports | Advanced | Color Management | Security | Version |

-~

BIXOLOMN SRP-F312

Location:

Comment:

Model:

Features

Color Yes

BIXOLOM SRP-F312

Paper available:

Double-sided: Mo 80 %3276 mm[F312]

Staple: Mo
Speed: Unknown

Maxirnum resclution: 203 dpi

Preferences... Print Test Page

- 19 -



5. Windows Driver Settings

The following functions can be configured after installing the Windows driver.

5-1 Layout

Layout | Document Settings | NV Image | Barcode | Lility

Paper

30 % 3276 mm ¥

Paper Size

Paper Type: | Feceipt W

Mumber of copies

Copies : T |51, 298]

Color

(®) Monochrome
() Color
Qrientation

(®) Portrait

i) Landzscape

Image Faotation

@ Marmal

() Riatation by 90 Degrees [Cw]
() Rotation by 180 Degrees [Cw]
() Rotation by 270 Degrees [Cw]

Crop Function

[ ] Top Crop Length 0 [ mm ]

[ Battam Crop Length 0 [ mm ]

1) Open the Printer Properties window for the corresponding OS.
2) In the General tab, click Preferences (Printing Preferences).

3) Click the Layout tab.

Rev. 1.03 - 20 -
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SRP-F312
5-1-1 Paper Size

Paper size of 80 x 3276 mm is selected by default, and the following sizes can be selected.

80 x 40 mm 80 x 160 mm 80 x 3276 mm
80 x 80 mm 80 x 200 mm
80 x 120 mm 80 x 297 mm
If a custom paper size is required, click “...” to add or update a custom paper size. Click

Save after specifying the paper width/length and a paper name. If the specified paper
name already exists on the system, you can update the paper width/length.

Valid Paper Width : 254 mm~72.0 mm
Valid Paper Length ;254 mm ~ 3276.0 mm
FPaper Size

MewPaperSize Delete

Paper Mame : MHewPaperSize Save
Yalid Paper width : 720 s mm [ 254 -720]
Yalid Paper Lenagth:  |297.0 s mm [ 25.4 - 3276.0]

Cloze

You can choose the new paper size on the Paper Size combo-box after adding a paper
size.

Layout | Document Settings | MV Image | Barcode | Lility

Faper
Paper Size MewPaperSize W
Paper Type: | Receipt w

Mumber of copies

Copies 1 3 [1.255]

Delete button : Deletes the paper size selected in the list.
Save button : Adds a new paper size or update the paper size selected in the list if the
paper name already exists on the system.

Rev. 1.03 - 21 -



SRP-F312
5-1-2 Paper Type

You can choose Receipt or Ticket as paper types. Receipt allows flexible paper length
according to the data length. Ticket print in fixed length even the print data is short. Default
setting is “Receipt”.

Receipt : Receipt allows flexible paper length according to the data length.
Ticket . Ticket print in fixed length even the print data is short.

Layout | Document Settings | NV Image | Barcode | Lkility

Paper
Paper Size : 80 = 3276 mm v

Faper Type :

Copies : T |5 01..298]

Colar

(®) Maonochrome

() Calar

Orierntation

(®) Portrait

() Landscape

Irmage Rotation

(@ Mormal

() Ratation by 90 Degrees [CW]
() Rotation by 180 Degrees [Cw]
() Rotation by 270 Degrees [Cw]

Crop Function
[ ] Top Crop Length 0 [ rmm |
[ Battam Crop Length a [ i ]

Rev. 1.03 - 22 -



SRP-F312
5-1-3 Copies
Copies are printed by specifying the copy count. The copy count is set to 1 by default. Set

this value bigger than 1 to set the number of copies to print. The value should be within the
range of 1 to 255.

5-1-4 Color

The Color is set to Monochrome by default. Select Color if you are using two color
thermal paper (i.e. Red & Black).

5-1-5 Image Rotation
Image rotation is available for image data only and available in “Monochrome” mode.

Rotation for device fonts or barcodes font is not supported. The color type will be changed
to “Monochrome” mode automatically if this function is used in the color mode.

5-1-6 Crop Function

This function crops the upper and lower end of the printing area by the specified number. It
helps reduce the margin at the top and bottom when there is excessive margin. The value
should be within the range of 1 to 99.

5-1-7 Orientation

Printing orientation can be set to Portrait (which is the default) or Landscape. It is not
possible to use device fonts and device barcodes in landscape.

Portrait: Printing in the vertical direction.
Landscape: Printing in the horizontal direction.

Rev. 1.03 - 23 -



SRP-F312

5-2 Document Settings

Layout | Documert Settings | NV Image | Barcode | Liility

Send Command
Start Doc
Start Page :
End Fage :
End Doz :
Ewxample ; <1B4A00:

Cazh Drawer / Intemal Beep

[ ]i0pen before printing #1: 50

[ ] Open before printing #2 &0

[ ] Open after printing #1 50

[ ] Open after printing #2 50

[ ]Beep sound befare printing a0

[ ] Beep sound after printing il

Line Feed

Line-feeds after printing : 0 : [0..99]
Faper Cut

() Page /Job: Mo Cut / Mo Cut
(® Page #Job : Mo Cut / Partial Cut
() Page / Job : Partial Cut / Partial Cut

1) Open the Printer Properties window for the corresponding OS.
2) In the General tab, click Preferences (Printing Preferences).

3) Click the Document Settings tab.

Rev. 1.03 - 24 -
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5-2-1 Send Command

The Windows driver serves to receive the content for print from an application and send it
to the printer. The “Send Commands” function allows for the addition of desired commands
at the start or end of the print content.

Start Doc :Addition of command at the beginning of the document.
Start Page : Addition of command at the beginning of the page.

End Page : Addition of command at the end of the page.

End Doc . Addition of command at the end of the document.

For more information on the hexadecimals that can be entered in “Start Doc”, “Start Page”,
“‘End Page” and “End Doc”, refer to the Control Commands Manual.

5-2-2 Cash Drawer / Internal Beep

To open a cash-drawer before printing, tick “Open before printing #1” or “Open before
printing #2”.

To open a cash-drawer after printing, tick “Open after printing #1” or “Open after printing
#2".

To make a beep sound when printing, tick “Beep sound before printing” or “Beep sound

after printing”.

5-2-3 Line Feed

It is possible to set the number of line feeds between 0 and 99 for adding blank lines at the
end of printing.

5-2-4 Cut

Paper can be cut at the end of each page or each document (job).

Page/Job : No Cut / No Cut . Paper is not cut after printing.
Page/Job : No Cut / Partial Cut . Paper is cut at the end of each document (Job).
Page/Job : Partial Cut / Partial Cut . Paper is cut at the end of each page.

Rev. 1.03 - 25 -



SRP-F312
5-3 NV Image

Layout | Document Settings | MV Image | Bancode | Ltility

MY Image Printing

Start Doc : MY Image 1 W
Start Page MHone W
End Page: Mone W
End Do Mane Ly

MY Image Command
@ G5(L
IFsp

1) Open the Printer Properties window for the corresponding OS.

2) In the General tab, click Preferences (Printing Preferences).

3) Click the NV Image tab.

The position to print NV image stored in the printer can be set at the beginning and/or end
of the document and beginning and end of each page. Also, there are two commands for

NV Image printing. Take care of selecting one of the two commands because NV images
cannot be printed depending on the selected command.

% NV bit image: “FS p”
% NV graphics: “GS (L~

Start Doc  : Insert NV image at the top of the document.
Start Page : Insert NV image at the top of the page.
End Page : Insert NV image at the end of the page.
End Doc : Insert NV image at the end of the document.

Rev. 1.03 - 26 -



5-4 Barcode

Layout | Document Settings | NV Image | Barcode

10-B arcodes

Faont Mame : B arcodel
T_Irlpe : IPC-4,
Froperties

20-Barcodes
Faont Mame 20-Codel

Type
(® POFN7 () QR Code

Froperties

1) Open the Printer Properties window for the corresponding OS.

2) In the General tab, click Preferences (Printing Preferences).

3) Click the Barcode tab.

Rev. 1.03 - 27 -
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5-4-1 1d Barcodes

SRP-F312

Windows driver supports one-dimensional barcode fonts as shown in the following table.
Barcodes can be printed on the printer by using following font names.

Font Name Type (Symbology) Size (Point) Supported Characters
Barcodel UPC-A 18/35.5/53/71 Numeric: 0~9
Barcode?2 UPC-E 18/35.5/53/71 Numeric: 0~9
Barcode3 JAN13 (EAN) 18/35.5/53/71 Numeric: 0~9
Barcode4 JANS8 (EAN) 18/35.5/53/71 Numeric: 0~9
Numeric: 0~9
Barcode5 Code39 18/355/53/71 Symbols: $, +, -, .,/
Letters: A~ Z
Barcode6 ITF 18/35.5/53/71 Numeric: 0~9
Numeric : 0~9
Barcode7 Codabar 18/35.5/53/71 Symbols: $, +, -, ., /, :
Letters: A~D
Barcode8 Code93 18/35.5/53/71 | ASCIlI CODE: 0x00 ~ Ox7F
Barcode9 Codel28 18/35.5/53/71 | ASCIlI CODE: 0x00 ~ Ox7F

If you want to change the default value of 1d barcode properties, select a Font Name and
Type of one-dimensional barcode, and then click Properties. Click OK after changing the
values of properties.

Rev. 1.03

Barcode

Width - 3
Height : a0

HR| Paszitian

Bottom

HFR| Fant
(@) Font &
() FontB

L2 €3>

[2.6]
[1. 255]

Ok

- 28 -

Cancel




5-4-2 2d Barcodes

SRP-F312

Windows driver supports two-dimensional barcode fonts as shown in the following table.
Barcodes can be printed on the printer by using following font names.

Font Name Type (Symbology) Size (Point)
2D-Codel PDF417 8.5
2D-Code?2 QR Code 8.5

If you want to change the default value of 2d barcode properties, select a Font Name and
Type of two-dimensional barcode, and then click Properties. Click OK after changing the
values of properties for PDF417 or QR Code.

POF417

Colurnr :
Step:
YWwfidth
Height :

Error Conection

0 2 [0.30]
0 4 [0.3.90]
30 12,8
30 12.8]
LevelO W

[ ]5et the processing of simplified PDF417 symbal
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(1R Code

Size
b odel ;

Error Conection

k. Cancel
<PDF417>
S
E |$ 0.8
todel 2 W
Lewvel L W
k. Caricel
<QR Code>
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5-5 Utility

Layout | Document Settings | MY Image | Barcode

WM5M

WS M

Estended Function

Special Font [Fontcontrold) E dit

Enable Joumal

Jaurnal Yigwer

Enable Text Macro

Text Macra

Enable Image kacro

Image Macro

MY Image
MY Image Download

1) Open the Printer Properties window for the corresponding OS.

2) In the General tab, click Preferences (Printing Preferences).

3) Click the Utility tab.
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5-5-1 VMSM

Refer to the VMSM manual contained in the CD for details.

5-5-2 Special Font Edit Utility

The purpose of FontControlA font is not for text printing. It is used to define the printer
command, assign the defined printer command to a specific ASCII character, and send it
to the printer. The range of ASCII code that the command can be assigned is from 0x20 to
0x7F, and the command can be easily assigned using this utility.

1) Click Special Font Edit Utility.

2) Select an ASCII code character and enter the print command. All values should be
entered in hexadecimal number format.

3) Click Apply and then click OK.

Char Hex Command

20 1B 3D 00 ~
! 21 48 44 48 0A
" 22
# 23
s 24 u
% 25
& 26
' :n Char
el
{ 28
) 29
b 21
+ 2b
. Hex
- 2d
= Apply
p" £
] 30
1 31
2 2
3 a3 Delete
4 34
5 35
3 36
0K
7 37 W
Edit
48 44 48 0B Cancel
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5-5-3 Journal Viewer

Journal is a function to save a copy of printed receipts. Copies can be saved without using
journal printer with this function. Journal saves each printed document in a file and the

saved file can be viewed by using this utility.
1) Tick Enable Journal to run Journal Viewer, and then click Journal Viewer.

Preview

Date Time Path

Print Search ‘

2) Click Search to set search condition, and then enter Start Date and End Date.
3) Click OK to search the files created within the specified period.

Search Options
Maonth Day Year

Start date: |3 f |25 [ |2015

End date: 3 /125 f |2015

QK | Cancel

4) Select the file to print from the list and click Print to send the data stored in the file to
the printer.
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5-5-4 Text Macro

SRP-F312

Text Macro is a utility to replace specific text with other text for printing. This function can
be used only when using Device Fonts and it has no effect when using True Type Fonts.
Detailed instructions are shown below.

1) Tick Enable Text Macro to run Text Macro, and then click Text Macro.

Change Text

| Heplace Text

0K

Add Item

Cancel

2) Click Add Item to enter the text to change in Change-Text, enter the text to place in

Replace Text, and click OK.

Change-Text: |0434-216-558

Replace-Text: |0434-216-446

Rev. 1.03
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5-5-5 Image Macro

Image Macro is a utility to replace certain text with a specified image for printing. This
function is applicable only when using Device Fonts and it has no effect when using
TrueType Fonts. Detailed instructions are shown below.

1) Tick Enable Image Macro to run Image Macro, and then click Image Macro.

Irmage List

Add Image

Image Macro

Change Text Replace Image

k. ‘ Cancel ‘
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2) Click Add Image, select a bitmap file (*.bmp), and click Open.

Loak in: |E| Pictures j = I'j: '

CIMPON | s o o
G005

Coupon

File name: |C|:||_||:u:|n
Fies of type:  [BMP Files (. BMP) =l Cancel

[ Open as read-only

3) Enter the name to be added to the list, select a dithering type, and click OK.

Preview

Criginal Image Transformed Image

COUPON Text sample here text
.. 5008

gt Alguam erac vidursa
tet _JLIHEETRY - | 2MSEIEH) JMM
sampha bent
Dither File Name
DL " Type-2
" F Coupon
" Type-3 © Type-4

8] Cancel
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4) Click Add Text Key and set the image to replace the text key. Enter the text in Change-
Text and select the image to replace the corresponding text in Replace-Image.

Image List

Add Image Delete Image

Irmage Macro

Change Text Replace Image

Add Text Key ‘ ‘

ak. ‘ Canicel ‘
Type a new text in the field.
Change-Text : | LOGO
Replace-Image : |Coupon j
,. .................. D K .................. Cance| ‘
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5) Click OK.

Image List

Add Image Delete Image

Image Macro

Change Text R eplace Image

Coupon

Add Test Key Edit Text Key ‘ Delete Text Key

(] 4 ‘ Cancel ‘

5-5-6 NV Image Download

Refer to the NV Image Download Tool manual contained in the CD for details.
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6. Windows Driver Specifications

6-1 Font

SRP-F312

This Windows driver supports various fonts in the following table. Printing using these fonts
is faster than using Windows fonts provided by the operating system.

Printer Font (Device Fonts) Name

Font Size (dot)

Font Size (point)

FontAlx1l | FontAlx1[Ext.] | FontAlx1[255] FontAl1x1(12x24) 8.5
FontAlx2 | FontAlx2[Ext.] | FontAlx2[255] FontA1x2(12x48) 17
FontA2x1 | FontA2x1[Ext.] | FontA2x1[255] FontA2x1(24x24) 8.5
FontA2x2 | FontA2x2[Ext.] | FontA2x2[255] FontA2x2(24x48) 17
FontA2x4 | FontA2x4[Ext.] | FontA2x4[255] FontA2x4(24x96) 34
FontA4x2 | FontA4x2[Ext.] | FontA4x2[255] FontA4x2(48x48) 17
FontAdx4 | FontA4x4[Ext.] | FontA4x4[255] FontA4x4(48x96) 34
FontA4x8 | FontA4x8[Ext.] | FontA4x8[255] | FontA4x8(48x192) 68
FontA8x4 | FontA8x4[Ext.] | FontA8x4[255] FontA8x4(96x96) 34
FontA8x8 | FontA8x8[Ext.] | FontA8x8[255] | FontA8x8(96x192) 68
FontB1x1 | FontB1x1[Ext.] | FontB1x1[255] FontB1x1(9x17) 6

FontB1x2 | FontB1x2[Ext.] | FontB1x2[255] FontB1x2(9x34) 12
FontB2x1 | FontB2x1[Ext.] | FontB2x1[255] FontB2x1(18x17) 6

FontB2x2 | FontB2x2[Ext.] | FontB2x2[255] FontB2x2(18x34) 12
FontB2x4 | FontB2x4[Ext.] | FontB2x4[255] FontB2x4(18x68) 24
FontB4x2 | FontB4x2[Ext.] | FontB4x2[255] FontB4x2(36x34) 12
FontB4x4 | FontB4x4[Ext.] | FontB4x4[255] FontB4x4(36x68) 24
FontB4x8 | FontB4x8[Ext.] | FontB4x8[255] | FontB4x8(36x136) 48.5
FontB8x4 | FontB8x4[Ext.] | FontB8x4[255] FontB8x4(72x68) 24
FontB8x8 | FontB8x8[Ext.] | FontB8x8[255] | FontB8x8(72x136) 48.5
FontC1x1 | FontClx1[Ext.] | FontC1x1[255] FontC1x1(9x24) 8.5
FontC1x2 | FontC1x2[Ext.] | FontC1x2[255] FontC1x2(9x48) 17
FontC2x1 | FontC2x1[Ext.] | FontC2x1[255] | FontC2x1(18x24) 8.5
FontC2x2 | FontC2x2[Ext.] | FontC2x2[255] | FontC2x2(18x48) 17
FontC2x4 | FontC2x4[Ext.] | FontC2x4[255] | FontC2x4(18x96) 34
FontC4x2 | FontC4x2[Ext.] | FontC4x2[255] | FontC4x2(36x48) 17
FontC4x4 | FontC4x4[Ext.] | FontC4x4[255] | FontC4x4(36x96) 34
FontC4x8 | FontC4x8[Ext.] | FontC4x8[255] | FontC4x8(36x192) 68
FontC8x4 | FontC8x4[Ext.] | FontC8x4[255] | FontC8x4(72x96) 34
FontC8x8 | FontC8x8[Ext.] | FontC8x8[255] | FontC8x8(72x192) 68
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Printer Fonts are defined as follows.

1) FontA1x2
- ANSI Character code support (Code Page 1252)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 17

2) FontA1x2[Ext.]
- IBM expansion Character code support (Code Page 437)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 17

3) FontA1x2[255]
- Buyer exclusive code support (User Code page)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 17
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6-2 Special functions
This Windows driver supports the special functions as shown in the following table.

Select FontControl font first and use the characters in the table to use the special
functions. Take care as this function is not for printing general texts.

Character Special Function

Prints HT (0 x 09)

Prints LF (0 x 0A)

Prints CR (0 x 0D)

Open Drawer 2 (50ms drive pulse width)

Open Drawer 2 (100ms drive pulse width)

Open Drawer 2 (150ms drive pulse width)

Open Drawer 2 (200ms drive pulse width)

Open Drawer 2 (250ms drive pulse width)

Open Drawer 2 without paper feeding (50ms driver pulse width)

Cut Receipt (partial cut) without paper feeding

Prints the NV Image saved in the 00 address (double-size)

Prints the NV Image saved in the 01 address (double-size)

Prints the NV Image saved in the 02 address (double-size)

Prints the NV Image saved in the 03 address (double-size)

Prints the NV Image saved in the 04 address (double-size)

Does not add HRI characters to the barcode

Adds HRI characters in Font A above the barcode

Adds HRI characters in Font A below the barcode

Adds HRI characters in Font B above the barcode

Adds HRI characters in Font B below the barcode

Turns white/black reverse printing mode on

Turns white/black reverse printing mode off

Aligns text to the left

Aligns text to the center

Aligns text to the right

Open Drawer 1 (50ms drive pulse width)

Open Drawer 1 (100ms drive pulse width)

Open Drawer 1 (150ms drive pulse width)

Open Drawer 1 (200ms drive pulse width)

Open Drawer 1 (250ms drive pulse width)

Open Drawer 1 without paper feeding (50ms driver pulse width)

Prints the NV bitmap saved in the 00 address

Prints the NV bitmap saved in the 01 address

Prints the NV bitmap saved in the 02 address

Prints the NV bitmap saved in the 03 address

Prints the NV bitmap saved in the 04 address

Cut Receipt (partial cut)

Prints the NV Image saved in the 00 address

Prints the NV Image saved in the 01 address

Prints the NV Image saved in the 02 address

Prints the NV Image saved in the 03 address

Prints the NV Image saved in the 04 address

Prints the NV bitmap saved in the 00 address (double-size)

Prints the NV bitmap saved in the 01 address (double-size)

S| |ClHIW|D|O|XR|«|—|ZT|IOIMMOI0|m > [x[sl<|le|l~|lo|l=la |3 |—|F—|—k || |0 |T|o|[N|o|uv

Prints the NV bitmap saved in the 02 address (double-size)

Prints the NV bitmap saved in the 03 address (double-size)

Prints the NV bitmap saved in the 04 address (double-size)
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1) Example

Select FontControl font and send 6 for “LF” (Line Feed) operation (instead of printing
character “6”).

2) FontControl font functions.

Font Name Special Functions Font Size (point/dot)

Open Drawer 1/2
Cut receipt
Cut receipt(without paper feeding)
FontControl Justification (Left/Center/Right) (8.5/12x24)
Output HT, Output LF, Output CR
Barcode Printing
Print NV Graphic Data
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7. Use of Windows Driver
7-1 Use of Visual Basic

This section contains example codes to control the printer using Windows driver with
Visual Basic. Sample programs are included in the CD.

7-1-1 Windows Driver Selection

The following example code explains how to select “BIXOLON SRP-F312” Windows driver.

For Each prnPrinter In Printers

If prnPrinter.DeviceName = “BIXOLON SRP-F312” Then

Set Printer = prnPrinter
Exit For
End If

Next

7-1-2 Text Printing

The following example code explains how to print texts using Windows Fonts and Device
Fonts.

‘Print in Windows font
Printer.FontSize = 9
Printer.FontName = “Arial”
Printer.Print “Arial Test”

‘Print in printer font
Printer.FontSize = 8.5
Printer.FontName = “FontA1x1”
Printer.Print “FontA1x1 Font”

Printer.EndDoc
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7-1-3 Barcode Printing

The following example code explains how to print the barcode (JAN8 (EAN)).

'Print Bar Code.
Printer.FontSize = 18

Printer.FontName = "Barcode4"
Printer.Print "1234567"

Printer.EndDoc

The following example code explains how to print the 2D barcode (PDF417).

'Print Two-dimensional Codes.
Printer.FontSize = 8.5

Printer.FontName = "2D-Codel"
Printer.Print "Print Test PDF417"

Printer.EndDoc
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7-2 Use of WordPad
7-2-1 WordPad Environment Settings

Launch WordPad, set the printing related options as follows, and test the printer with
WordPad.

- Select printer
Select “Print” from the “File” menu, and select the printer (BIXOLON SRP-F312).

- Set paper size, orientation, margin, etc.
Select the “Page Setting” from “File” menu, and set paper size, orientation, and margin.

7-2-2 Text Printing

Print the text from WordPad using the Windows driver of the printer.

File Edit Wiew Insert Format Help

e Ed & # @ B

|Fu:unt.ﬁ.'|:-:1 v| |E.5 v| |'W'estern «w B S0 ;E@' |

AL R - B

Fontiklxl Device FDnt|

For Help, press F1 LR

1) Select the font from the font selection box (FontA1x1).
2) Select the point size from the point selection box (8.5).
3) Enter the text to print.

4) Click the Print icon in the toolbar to print the text.
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